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TEMPERATURE CONTROLLER

F2 Series

Thermocouple açık alarmı
Thermocouple ters bağlantı alarmı
Alt ve üst limit değer sapma alarmı
Rezistans arızası alarmı
Röle arızası alarmı

ALARMLAR

CİHAZ FONKSİYONLARI

4 ana kontrol modu vardır
Normal (Otomatik PID) modu; Ayarladığımız ısıya cihaz 
parametreleri hesaplayarak otomatik olarak ulașır.
Manuel Mod ; Isıtıcıda thermocouple bozulduğunda, 
bu modda elle yüzde değer girerek çalıșmaya devam 
edilir.İsteğe bağlı olarak thermocouple olmadan da 
çalıșmaya olanak verir.
Stand by modu; Hazır Bekleme Modu,ayarladığımız 
ısı derecesini değiștirmeden,belli bir süreliğine rezistansların 
ısılarını istediğimiz dereceye düșürerek,istediğimiz sürede 
bekletebilme özelliği.Ayarladığımız süre sonunda otomatik 
olarak set değerinde çalıșmaya devam eder.
AT (PID oto Tune) Modu; Genel olarak, AT ișlevi yalnızca 
PID fabrika ayarı sistem gereksinimlerini karșılayamadığında 
yürütülür. Otomatik ayar bittikten sonra, optimum PID 
değeri kaydedilir ve kumanda normal (otomatik PID) 
moduna döner.
Otomatik Soft Start bașlangıcı.(Soft start zamanını elle 
ayarlayabilme özelliği)
Rezistansın istediğimiz derecedeki  ısıya kaç dakikada 
ulașacağını girebilme özelliği.

HRC-F2 SERİSİ ISI KONTROL CİHAZI

HRC-F2 serisi cihazlar,tek kart üzerinden 2 ayrı gözün  
sıcaklığını kontrol eder.Tek ekranda 2 ayrı bölgenin 
ayarlanan ve yürüyen ısılarını aynı anda görebilir ve ayrı 
olarak her bir göze kumanda edebiliriz.Fabrikada yerden 
tasarruf sağlayan bu sistem,aynı zamanda çok gözlü 
sıcak yolluk uygulamalarında hem çok kullanıșlıdır hem 
de ekonomiktir.
LED ekran uygulamalıdır ve tek ekranda bütün parametreler 
görünür.Kolay ve basit bir kullanımı vardır.
Otomatik ve manuel kullanım geçiși tek tușla yapılır.
PID kontrollü,AT Autotuning fonksiyonu olan ve Soft 
Start çıkıș özelliklidir.
Soft start özelliği devrede iken,sıcaklık saniye bașına 
% 1 artıșla % 50’ye kadar çıkar.100 C ye gelene kadar 
% 50 de kalır.Daha sonra istenen ısıya çıkar.Bu fonksiyon 
rezistansın nemden dolayı hasar görmesine engel olur.

Thermocouple  open alarm
Thermocouple reverse connection alarm 
Lower and upper limit value deviation alarm
Heater failure alarm
Relay failure alarm

ALARMLAR

HRC-F2 SERIES CONTROLLERS

Controllers of the HRC-F2 series control the temperature 
of two separate zones on a single card. 
In one screen, we can see the set and operating 
temperatures of 2 different zones at the same time 
and control each zone separately. This space-saving 
system in the factory is also very useful and economical 
in multi-cavity hot runner applications. LED screen is  
applied and all parameters can be seen on one screen. 
It is easy and simple to use.
Automatic and manual use  is done with a single button. 
It has PID control, AT Autotuning function and Soft 
Start output. When the soft start feature is activated, 
the temperature rises up to 50% in 1% increments 
per second. It remains at 50% until it reaches 100°C. 
Then it rises to the desired temperature. This function 
prevents the heater  from being damaged due to 
moisture. 

CONTROLLERS FUNCTIONS

There are four main control modes.
Normal (Auto PID) mode; It automatically reaches 
the temperature which we  set by calculating device 
parameters.
Manual Mode; When the thermocouple is broken 
in the heater, it continues to operate by entering 
the percentage value in this mode manually.
Stand by mode; Ready Standby Mode, the feature 
of being able to hold the heater of the heating 
elements for a certain period of time, without 
changing the temperature we set, to the desired 
temperature.
AT (PID auto Tune) Mode; In general, the AT function 
is executed only when the PID factory setting 
cannot meet the system requirements. After the 
Autotuning is finished, the optimum PID value is 
saved and the control returns to the normal (Auto 
PID) mode.
Automatic Soft Start start (Ability to set soft start 
time manually).
The ability of entering the resistance to reach the 
desired temperature in a few minutes.
Feature  to enter temperature of the heater to reach 
desired temperature.
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TEMPERATURE CONTROLLER

F2 Series

HRTC-F2 TEMPERATURE CONTROLLER/HRTC-F2 ISI ONTROL CİHAZI

12 GÖZLÜ ISI KONTROL CİHAZI
12 ZONE HOT RUNNER CONTROLLER

HRC-F2/12

10 GÖZLÜ ISI KONTROL CİHAZI
10 ZONE HOT RUNNER CONTROLLER

HRC-F2/10

16 GÖZLÜ ISI KONTROL CİHAZI
16 ZONE HOT RUNNER CONTROLLER

HERC-F2/16

20 GÖZLÜ ISI KONTROL CİHAZI
20 ZONE HOT RUNNER CONTROLLER

HRC-F2/20

24 GÖZLÜ ISI KONTROL CİHAZI
24 ZONE HOT RUNNER CONTROLLER

HRC-F2/24

30 GÖZLÜ ISI KONTROL CİHAZI
30 ZONE HOT RUNNER CONTROLLER

HRC-F2/30

36 GÖZLÜ ISI KONTROL CİHAZI
36 ZONE HOT RUNNER CONTROLLER

HRC-F2/36

8 GÖZLÜ ISI KONTROL CİHAZI
8 ZONE HOT RUNNER CONTROLLER

HRC-F2/08

ARA KABLO
CONNECTION CABLE

BAĞLANTI FİȘ VE KASASI
CONNECTION BOX


